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1 Introduction
Dear customers:
Thanks for using our EOC Slave.
It’s very easy to install EOC Slave so you can finish the configuration according to this user’s manual. Before using our equipment, please read this book.
1.1 Application
This book will help you to know and use EOC Master correctly.
1.2 Commitment
Equipment mentioned in this manual refers to EOC Master without specially description.
1.3 Packing List
One packing box includes: 

· One EOC salve 
· One user Manual

· One Quality Passed Certificate 

· One RJ-45 LAN cable
· One DC power adapter
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2  Instruction
2.1 The front panel
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2.2 Description of LED
	Item
	Meaning
	Description

	POWER
	Power Indicator
	When it’s normally on you can start using it

	LOOP
	LOOP Indicator
	The system have loop

	LINK
	Data Indicator
	Successfully connected to the network. .Flashing: There are data transmission

	LAN1-2
	LAN Ethernet Port
	LAN port connected to the network. Flashing: There are data transmissions.


2.3 The back panel
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Notice: Specified ports are determined by the purchase order. 
2.4 Description of back panel
	Port
	Number
	Description

	TV
	1
	Link to STB or TV through Cable

	Cable
	1
	Link to CATV port through Cable

	Ethernet
	2
	Link to computer or STB with cable

	Power 
	1
	Link to power adapter

	Switch
	1
	Start/Close power


2.5 Connection Diagram
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Power up after connecting all the cables. You can see if the indicator is flashing to know if equipment works.
3 Technical Standards
· Homeplug、IEEE802.3、10/100BASE-T

· GB4943<Safety of information technology equipment>
· GB9254 <Information technology equipment-Radio disturbance characteristics-Limits and methods of measurement >
· GB17625.1 <Electromagnetic compatibility-Limits-Limits for harmonic current emissions (Equipment input current ≤16 A per phase)>
4 Technical Specification
	Item
	Description


	Power Consumption
	<5W

	Power
	12V/0.5A

	External dimension
	150×116×28 mm

	Working Temperature
	-10℃～45℃

	Storage Temperature
	-10℃～70℃

	Working humidity
	20%～85%, non-condensing

	Storage humidity
	10%～90%, non-condensing


Appendix one: Disclosure Table

	Parts
	Hazardous Substance

	
	Pb
	Hg
	Cd
	Cr6+
	PBB
	PBDE

	Placode
	(
	○
	○
	○
	○
	○

	Plastic element 
	○
	○
	○
	○
	○
	○

	Metal element
	○
	○
	○
	○
	○
	○

	Packaging material
	○
	○
	○
	○
	○
	○

	Accessory 
	○
	○
	○
	○
	○
	○

	○: Indicates that this toxic or hazardous substance contained in all the homogeneous material, is below the limit requirement of SJ/T11363-2006. 

(: Indicates that his toxic or hazardous substance contained in all the homogeneous material fort is beyond the limit requirement of SJ/T11363-2006. 


